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TOWN OF CANANDAIGUA STANDARD NOTES

STABILIZED CONSTRUCTION ENTRANCE DETAILS
NOT TO SCALE

SILT FENCE DETAIL

+
_

NOT TO SCALE

_

SITE PREPARATION & EARTHWORK SEQUENCE

SANITARY SEWER LATERAL DETAIL
NOT TO SCALE

 Existing Zoning is R-1-30
Minimum Lot Size: 30,000 Sq. Ft  

           Front Setback:  60 FT.
           Rear Setback:   40 FT.
           Side Setback:    25 FT.
           Maximum Building Height = 35 FT.
           Maximum Building Coverage on Lot = 20%

Site Details:

       Minimum Lot Width: 125 FT

Property is located in Flood Zone X per FEMA Community Panel
Number 360598  0015 C Map last revised March 3, 1997.

   Distances shown are horizontal ground distances. All distances and
elevations shown are measured in Decimal Feet.    Vertical Datum is
NAVD 88. Horizontal Datum is NAD 83.

One Stage Subdivision Site Plan prepared for:

Scale: 1" = 50' 

Job #  Uptowne Eisenberg
Tax Map# 70.06-1-76.10

Showing Land
At

 Town of Canandaigua 
County of Ontario                         State of New York

Bruce & Susan Campbell

Thomas Road
Owners\Developers
Bruce & Susan Campbell
7771 Monkey Run Road
Naples  NY 14512
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